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Product Summary 
 
Our fingerstock gasketing made of Beryllium Copper is ideal for repeated opening and closing 
applications where high attenuation performance and mechanical strength is required.  
 
Beryllium copper’s electrical properties provide shielding effectiveness over an extremely broad 
frequency range. Mechanically, Beryllium Copper yields a high deflection range, with low 
compression set. 
 
Beryllium Copper, alloy 25, is used for maximum spring properties of strength and fatigue 
resistance. A variety of fingerstock is also available in stainless steel.  Contact our factory for 
profiles and availability. 

Product Application 
 
Fingerstock is used in a wide variety of 
applications, usually where repeated opening 
and closing usually of an enclosure or cover for 
an enclosure that is required to meet EMC 
specifications. 
 
 

Some common features of MAJRs’ fingerstock 
is: RoHS Compliant, high EMI/RFI attenuation 
levels, a wide variety of plating  and finishings, 
a wide range of configurations available as 
strips or on rolls for select  configurations, and a 
high temperature tolerance. 
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Fingerstock Gasketing Beryllium Copper and Stainless Steel        
(5200 Series)  (Cont.) 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 


